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Release Notes  

Scope 

Required for all Sensys Networks customers interested in the new features incorporated in the VDS v4.2.3 
release.  

This release implements the new Failsafe feature. It requires TD2 v2.16.11 to configure the failsafe 
settings. 
 

This release includes the following components: 

• rootimage (v4.2.3.19) 

• MAG Sensor 221.5.x 

• Repeater 222.x.7 

• CC/EX firmware 67 

• FlexConnect firmware 29 

• FlexCC firmware 14 

 

What’s in this Release? 

New Features 

1. FlexConnect Failsafe feature upgrade [15017].  Upgrade the current Failsafe feature in the 
FlexConnect firmware so that some sensor to channel mappings may be excluded.  

1. Controller Cards Failsafe feature upgrade [15011].  Upgrade the current Failsafe feature in the 
Controller card firmware to be able to make certain sensors a priority for stopbar application.  

Bugs Fixed  

The following issues have been resolved in this release: 

1. Pulse channels remain in present state until detect events from all their mappings are 
received [15175]. When a card is reset, a channel is configured, or the number of mappings in the 
channel changes, channels get initialized. The initial state of each of the channel was set to “Present”. 
For the “Pulse” channels, this has been changed to “Not Present”  

2. Per channel "Pulse/Presence Mode" parameter should default to "Presence" [15112]. 
Since, it would be more efficient for field engineers to have "Presence" as the default state of the 
"Pulse/Presence Mode" parameter, this change has been made to accommodate that. 

 

 


